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- Podktadka m18x26x2 din7603a
aluminiowa podktadka
90471-px4-000 90471px4000

M18X26X2

Cena

Numer katalogowy
Kod producenta
Kod EAN

Przeznaczenie

Srednica

Producent

Materiat wykonania

Liczba sztuk w opakowaniu
Rodzaj

Kolor

Norma

Cechy dodatkowe

Zastosowanie

Opis produktu

Oferta dotyczy 1 szt.

Rodzaj materiatu - ALUMINIUM 6061
Srednica gwintu d - M18

Srednica wewnetrzna d1 - 18,1 mm
Srednica zewnetrzna d2 - 26 mm

Wysokos¢ catkowita h - 2 mm

1,18 zt
18x26x2din7603alu6061
18x26x2din7603alu6061
5907992436846

Motoryzacja / systemy
smarowania / hydraulika
sitowa / pneumatyka / uktady
paliwowe / sprzet budowlany i
rolniczy / silniki spalinowe /
maszyny przemystowe /
budownictwo / ogrodnictwo

18 mm

ALPIN POWER
ALUMINIUM 6061
1

podkiadka
srebrny

DIN 7603 A

Wysoki stosunek
wytrzymatosci do masy / dobra
odpornos¢é na korozje /
niemagnetyczne

Samochaéd / motocykl / skuter /
todz / jacht / buggy / quad /
gokart / rower / hulajnoga /
modelarstwo / sprzet audio i
wideo
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Waga 1 szt. okoto - x,xxx gramow
Norma - DIN7603A

90471-PX4-000

90471PX4000

For Honda Accord Coupe/Sedan (ALL MODELS) 1993 - 2010

For Honda Accord Crosstour Crossover (ALL MODELS) 2010

For Honda Civic Coupe/Sedan (ALL MODELS) 1993 - 2010

For Honda Civic DEL SOL (ALL MODELS) 1993 - 1997

For Honda CR-V SUV (ALL MODELS) 1998 - 2010

For Honda Element SUV (ALL MODELS) 2003 - 2010

For Honda Fit Hatchback (ALL MODELS) 2007 - 2010

For Honda Insight (ALL MODELS) 2001 - 2010

For Honda Odyssey VAN (ALL MODELS) 1995 - 2010

For Honda Pilot SUV (ALL MODELS) 2003 - 2010

For Honda Ridgeline (ALL MODELS) 2006 - 2010

For Honda Prelude 1984 - 2001

For Honda Ridgeline 2006 - 2014

For Honda S2000 2000 - 2009

For Acura MDX (ALL MODELS) 2006 - 2011

For Acura RDX (ALL MODELS) 2007 - 2010

wygenerowano w programie shopGold



For Acura RL (ALL MODELS) 1996 - 2010

For Acura TL (ALL MODELS) 1995 - 2010

For Acura TSX (ALL MODELS) 2004 - 2010

For Acura ZDX (ALL MODELS) 2010

For Acura Legend (ALL MODELS) 1992 - 1995 Legend

For Acura Vigor (ALL MODELS) 1993 - 1994

For Acura NSX (ALL MODELS) 1993 - 2005

For Acura Integra (ALL MODELS) 1994 - 2001

For Acura EL (ALL MODELS) 1997 - 2000
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Tools for measuring screws
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‘ ' These tool measurements are error-prone
The positive and negative tolerance error

range is about 1-2 mm

Positive and negative tolerances can
be accurate to 0.1-0.2mm
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